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I. GETTING STARTED

1.Safety Precautions

This STB has been manufactured to comply with International Safety Standard.
Please take care when using the receiver as below

Power requirement : AC 100V = 240V.

Do not disassemble

Avoid overloading.

Avoid extreme humidity

Avoid object and liquid entry

Ventilation opened and install the equipment on firm and flat place.
Avoid extreme heat and direct sunlight.

Do not use the parts and accessories that have not been provided by
the manufacturer. Unauthorized substitution may cause trouble.

2. STB Front Panel

B
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Turn on & off the power of the receiver.
CcH Normal Mode Change to the next channel
+

Menu Mode Move to the upper item

CH Normal Mode Change to the previous channel
Menu Mode Move to the lower item
Normal Mode Volume up

VOL +
Menu Mode Change item upward

Vi Normal Mode Volume down
Menu Mode Change item downward
Normal Mode Display Main Menu

MENU -
Menu Mode Return to previous channel

EXIT Exit Menu Status I




I. GETTING STARTED

3. STB Rear Panel

TITLE
1 POWER SUPPLY
2 POWER SWITCH
3 IFIN

4 IFOUT

5 SPDIF

6 RS232

7 ANTIN

8 TVOUT

9 TV(SCART)

10 VCR(SCART)

11 VIDEO

12 AUDIO(L’ R)

13 YUV (OUT)

14 HDMI

15 ETHERNET

16 eSATA

17 0/12V

Description
AC 100V — 240V, 50/60Hz, Max45W
Switch Power ON/OFF

Connect satellite antenna

Connect to the other satellite receivers

Connect Digital Amplifier (Optical)

Connect PC for software upgrade
Connect TV antenna or CATV cable
Connect TV

Connect TV

Connect VCR

Connect TV through RCA
Connect TV (Left, Right)

Connect TV through YPbPr
Connect TV through HDMI
Connect LAN cable

Support SATAHARDDISK for PVR
Connect to the 0/12V switch







