Y

ULTIMATE
cisc

SR SABDVAY Stab - LISALS

Digital Video
FamAmo  Broadcastng

UNIVFRSAI SATFI I ITFS
AUTOMATIC LOCATION SYSTEM







CONTENTS

I. BEFORE START

. Safety Precautions
.DSR Front Panel
.DSR Rear Panel

. Remote Control Unit
. Installation

. Connection Method

Il. Channel / Event
2.1. Channel Control
2.2. Event Timer

111. Installation
3.1. Antenna Setup
3.2. Motor Setup
3.3. Auto Search
3.4. Advance Search
3.5. Blind Search

IV. System Setup
4.1. OSD Setup
4.2.Video
4.3. Option
4.4_Time
4.5. Color Control
4.6. Parental Control

V. Channel List
5.1. Channel List & Sort

VI. Channel Guide

VIil. Normal Mode
7.1. Normal Mode

VIIl. Additional Functions
8.1.Channel Information

IX. Modules
9.1.USB
9.2.USB PVR

X. STB Status
10.1. Factory Value
10.2 STB Information

XI1. SPECIFICATIONS

SO WN =



I. BEFORE START

1.Safety Precautions

This DSR has been manufactured to comply with International Safety Standard.
Please do attention when using the receiver as below

Powerrequirement: AC 100V =240V.

Do not disassemble

Avoid overloading.

Avoid extreme humidity

Avoid object and liquid entry

Ventilation opening and installing the equipment on firm and flat place.
Avoid extreme heat and direct sunlight.

Do not use the parts and accessories that have not been provided by
the manufacturer. Unauthorized substitutes may cause trouble.

2.DSR Front Panel
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Turn on & off the power of the receiver.
CH Normal Mode Change to the next channel
A
Menu Mode Move to the upper item
CH Normal Mode Change to the previous channel
v
Menu Mode Move to the lower item
Normal Mode Volume up
VOL <
Menu Mode Change item
Normal Mode Volume down
VOL >
Menu Mode Change item
Normal Mode Display Main Menu
MENU -
Menu Mode Return to previous channel

OK
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I. BEFORE START

3. DSR Rear Panel

T3]
® 06

TITLE
1 POWER SUPPLY
2 POWER SWITCH
3 IFIN
4 |FOUT
5 RS232
6 ANTIN
7 TVOUT
8 TV(SCART)
9 VCR(SCART) Connect VCR
10 VIDEO Connect TV through RCA
11 AUDIO(L, R) Connect TV (Left, Right)

Description
AC 100V —240V, 50/60Hz, Max 30W
Switch Power ON/OFF

Connect satellite antenna

Connect to the other satellite receivers

Connect PC for software upgrade

Connect TV antenna or CATV cable
Connect TV
Connect TV

[
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. BEFORE

4. Remote Control Unit (RCU)
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KEY FUNCTION

“ Power ON/OFF

1S Switch TV or SAT mode
“ -Normal Mode: Select channel
-Menu Mode: Direct numeric key entry
Sleep timer
Pause Screen
Display audio sound, Teletext, Subtitle menu

Show additional function menu
Show X function menu

SAVE current volume & channel

RADIO Switch TV/Radio mode
Sort HD channel Only

Selects satellite

Show Favorite Channel List

Mute the sound

Switch back to previous channel

-Normal Mode: Show the main menu
-Menu Mode: Return to the previous menu

Show the current channel information when watching TV

Show the Electronic Program Guide

EXIT Return to the previous menu

-Normal Mode: Change to the next/previous ch
-Menu Mode: Move to the upper/lower item

-Normal Mode: Adjust the volume
-Menu Mode: Change to the left/rightitem

oK -Normal Mode: Show the channel list
-Menu Mode: Execute the select item
Enter the desired value in any input mode
FINE NE

Show fine tune menu

Show file browser menu

Configure Disqc 1.2/Positioner

Change the Brightness, Contrast and Saturation
Confiture UHF

Record current channel

Reverse Play

Forward Play

Stop recording or playback

Change to normal speed / Play,Pause or resume

Note

Normal Mode means watching TV or listening to the radio.
Menu Mode means displaying a menu.

DIGITAL SATELLITE RECEIVER



I. BEFORE START

5. Installation

Starting Operation

Install and set the direction of the antenna to face the satellite accurately.
Then Connect the DSR to antenna cable.

Connectthe DSR to TV and other peripheral equipments.
Setup the menu items of the DSR in accordance with TV and peripheral equipment.

Tune the receiver to receive broadcast channels and information.
Now, the DSRis ready to use

6. Connection Method

The DSR is operative with VCR and TV by connecting them in all.

When you connect DSR to TV by using SCART jack. Please fit the
CLAMP FILTER near the SCART jack head of DSR connecting port.

Connecting to TV with RCA jack Support

AUDIO TV

B

Satellite Dish

DSR

Install 1. Connecting to TV with RCA jack Support
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I. BEFORE START

6. Connection Method

Connecting to TV and VCR with only RF jack

TV

E_ IN

Satellite Dish

DSR

CABLE OR

OFF-AIR ANTENNA > Y\

IN FORM ANT @Q

OUTTO TV @

Install2. Connecting to TV and VCR with only RF jack
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II. CHANNEL / EVENT

2.1. Channel Control

Channel Control consists of TV channel
and RADIO channel control. Channel
editing functions can be performed in the
channel Control.

Channel view Edit Name, Set/Clear
favorite, Lock/Unlock, Edit PID, Move and
Delete channels are all possible in the
channel control menu

The list of TV(RADIO) channel
control is empty before channel
searching. Be sure to search
channels automatically or manually
before you use channel control

Channel Mode

In order to control various channel lists,
Channel Mode function keys can assist
users to organize and arrange the many
channels within their scope of action. The
description of Channel Mode function
keys are as follows.

Press key, then channel review.

i:view

TV/RA: TV/RADIO

OK: Select

RED KEY : Sort

GREEN KEY : Fav name edit

Edit Mode
Edit the name of the selected Channel.

Press OK key, then selected channel Edit
mode.
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II. CHANNEL / EVENT

2.1. Channel Control

Edit Name

Edit the name of the selected Channel.
Select the item of favorite and press OK key,
and then you can edit that.

Channel Mode

Select Set/Clear FAV in the channel control
popup menu, another popup menu will appear
on the right hand side of the screen (e.g. news,
movie, drama).

Select one of them and press OK. Press OK on
the channel that you want to change. Then a
favorite icon will appear beside the channel
name. If you want more favorite channels, just
repeat this process. To deselect a favorite
channel, go to the selected name which you
choose and press OK. This will deselect it.

Lock/Unlock Channels

Select Lock/Unlock in the channel control
menu. Press OK the channel that you want to
change. Then a lock icon will appear beside the
channel name. It will confirm that the channel is
locked. The only way you can view that channel
is by entering in the password. To unlock the
channel, use A Y key on the remote, and press
OKonthe symbol. The channel will then be
unlocked.
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II. CHANNEL / EVENT

2.1. Channel Control

Hide Channel

Select Hide Channel in the edit channel popup
menu. Press OK on the channel that you want to
set and clear hide channel. To Show/disappear
the Hide channel, you have to enter private
password after selecting key

Edit PID

Edit Video PID, Audio PID,PCR PID with Hex or
decimal code.

If you want PID number change, press RED key
in the PID number for able to alphabet input

Move

Change the position of the selected channel in
the channel list.

Select MOVE in the edit channel popup menu,
Press OK on the channel that you want to
move, use AV keytomove channel.and RED
(move channel)key. and then Press EXIT keY to
save.

RED Key : Move CH
GREEN Key : Select TP
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II. CHANNEL / EVENT

2.1. Channel Control

Delete

Delete the selected the current channel or TP
and All channels Select Delete in the edit
channel popup menu, Press OK on the channel
that you want to move, use AV key to move
channel and RED (delete channel)key and
YELLOW(delete all).

RED Key : Delete CH
GREEN Key : Select TP
YELLOW Key : Delete ALL

Multi Picture

Setting Multi picture for using in the Multi
picture control.

Select Multi Picture in the edit channel popup
menu. Press OK on the channel that you want
to set and clear as multi picture channel.

Edit Favorite

Edit the all channel name to user favorite by
select the Favorite list.
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Il. CHANNEL / EVENT

2.2. Event Timer

Set the user convinced function of Reserved,
Wakeup and Sleep Timer.

Add the eventin the list by the GREEN button,

and can be edited the selected event in the list
by the RED button.

To delete the event, press the YELLOW button.

EXIT : Exit

‘ RED Key : Edit

‘ ;. GREEN Key : Insert
YELLOW Key : Delete

Mode : Reserved / Wakeup / Sleep
Reserved Time : Set Reserved Time.

The channel can be moved on the setting
time from the current watched channel.
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II. CHANNEL / EVENT

2.2. Event Timer

Wakeup Time : Set wake up time.

DSRis moved to the operating mode
automatically by the set up of Wakeup time.

Sleep Time : Set sleep time.

DSR is moved to standby mode by the set

up of Sleep time against to the Wakeup
function.
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I11. INSTALLATION

3.1 Antenna Setup

Before searching channels, you must setup satellite. The description of Antenna
Setup Menus are as follows;

Satellite : Select any one satellite by
pressing 4 P keys.

(Press key, edit the name of the satellite)

Transponder : Select a transponder.

LNB Type : Dual / Universal,Single,OCS,

Wideband.

LNB Frequency : Selecta proper LNB

frequency.

(Press blue key, input the local frequency)

DIiSEQC : Select one out of "None",

“DiISEqC1.0A~D",” DISEqC1.11~16"

Polarity Control : Select one out of

"14/18V", "0/12V", "0/22KHZz"

0/12V Switch : Select any out of "OV", and "12V"

0/22KHz Switch : Select one out of "OKHz",

"22KHz", "Auto”

Multi-Dish Switch : Select Multi-Dish Switch

Make sure saving & exiting, after finishing setup.Press
]. YELLOW key, initialize the satellite value. If the satellite have
‘ channel, the channel will be deleted.After antenna setup, you
can move to auto search menu by pressing RED KEY.

3.2 Motor Setup

You can Select "None", "DISEqC1.2", and
"USALS" by pressing 4 » key.

Motor Type : Select a motor type by
press 4P keys.

Satellite : Select a Satellite.

Transponder : Select a transponder.
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II1. INSTALLATION

3.2 Motor Setup

In the Motor Setup Menu, select the
DIiSEqC1.2in the Motor type menu. Then
the followingmenu will be displayed.

- Satellite : Select a satellite by pressing
<4 P keys.
- Transponder : Displaying current TP value.
- Nudge Size: Motor move step (1-5)
- Move Coarse : Move west ( 4 key), Move
east( P key)
-Move Fine : Moves depending on the
value of Nudge size.
- Motor Control : Goto, Save, Gotoref, Available.
- Limit Setup : Setting limit.
EAST LIMIT: Confirming the setting of East Limit.
WEST LIMIT: Confirming the setting of West Limit.
DELETE LIMIT: Delete the setting of East & West Limits.
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II1. INSTALLATION

3.2 Motor Setup

Setting of USALS

Select the USALS in the Motor Setup menu,
and press OK key. Then the following menu
will be displayed.

- Satellite : Select satellite by press 4 » keys.
- Transponder : Displaying current TP value.
- Satellite Position : You can edit the position of
satellite.
- Longitude: Setting the longitude position.
- Latitude: Setting the latitude position.
- Move Coarse: Move DiSEqC1.2 motor by manual. Move west (P key), Move east ( € key).
—-Move Fine : Moves depending on the value of Nudge size.
- Motor Control : Goto, Save, Gotoref, Available.
- Limit Setup : Setting limit.
EAST LIMIT: Confirming the setting of East Limit.
WEST LIMIT: Confirming the setting of West Limit.
DELETE LIMIT: Delete the setting of East & West Limits.

3.3. Auto Search

All channels will be searched if the selected satellite is properly assigned in the
Antenna Setup menu. The description of Auto Search Menu is as follows;

Search Type

- Multi Satellite : The Search registered
satellite in Satellite pop-up window.

- One Satellite : Search only the current satellite.

- Multi Transponder : Search the registered
transponder in Transponder pop-up window.

- One Transponder : Search the current
transponder.
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II1. INSTALLATION

3.3. Auto Search

Satellite: Select one of Satellite.
(Select satellite in the auto search popup red key, Multi Satellite Register)

When you want to change the value
of each field, press numeric keys or
<4 P keys and OK key on start search
to search

Transponder : Select one of transponders in
TP list.

NIT Search : DSR utilizes the NIT information
will be searched.

Channel search Type : Select one of search
Type out of "ALL", "FTA", "Scramble","All TV”
“FTATV","RADIO”,“Scramble TV” “All RADIO”
“FTARADIO”,“Scramble RADIO”

3.4 Advance Search

When a new satellite is launched or you want
to search channels from a satellite which is
not programmed, you can edit all of the
transponders of the satellite by this function
and then channels can be searched by
"Advance Search".

Edit TP

When you press GREEN key, EDIT TP menu It

will be displayed, The settings of "Frequency"

"Symbol Rate", "Polarization", and the other of

selected transponder will be displayed in each field.

Edit PID

When you press RED key, Select any out of “DEC”,”"HEX".

Find Tuning

When you press YELLOW key, You can control “AGC Value”, "Bandwidth”
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